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GOOD MANUFACTURING PRACTICES
CERTIFICATE NUMBER GSCGMP-1-121
Based on: NOM-251-SSA1-2009
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SQUEEGEE RUBBER REPLACEMENT . IQ\ pepel

Rubber blades for Pulex® brand stainless steel squeegees manufactured with 100% natural rubber imported from Malaysia and free of impurities, providing an effective and fast cleaning option for
windows that does not leave strips.

Therubberis cut using a process that eliminates the possibility of irregularities.

PIECE PACK PALLET 20 FT CONTAINER 48 FT CONTAINER 53 FT CONTAINER
MEASUREMENTS |APPROX., MEASUREMENTS CASE =
CODE e xwrxLeneT | WEIGHT | HEGHT X WIDTH X LENGTH ary. WEIGHT CASES WEIGHT PIECES CASES PIECES CASES PIECES CASES PIECES
TO3000 | 11.81x0.79x0.25in | 0.04lb |2.17x5.91x18.90in 50 2.451b 336 672 b 16800 3360 168000 8064 403200 8736 436800
T04500 | 17.72x0.79x025in | 0.07lb |2.17x5.91x18.90in 50 1.37 b 336 492 Ib 16800 3360 168000 8064 403200 8736 436800
T05500 | 21.65x0.79x0.20in | 0.091b |2.17x5.91x22.83in 50 4.231b 252 1134 b 12600 2520 126000 6048 302400 6552 327600
GENERAL SPECIFICATIONS
SUNLIGHT RESISTANCE ABRASION RESISTANCE WATER ABSORPTION STIFFNESS ELASTIC RECOVERY
G E A DNA E
CHEMICAL AND MOISTURE RESISTANCE
ALCOHOL AND PETROLEUM
MOISTURE DILUTED ACID CONCENTRATED ACID DILUTED ALKALI VEGETABLE OILS DISTILLATES
E G A E E D

SUGGESTED APPLICATION:
Recommended for general window cleaning.

CONTRAINDICATIONS:
Not recommended for use with diluted acids and alkalis.

SUPPLEMENTARY PRODUCTS:
PULEX stainless steel squeegee channel for window cleaning.
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